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Uniclic® can be installed in two different ways.
The preferred method is method A (angle-angle): 
First, rotate the short side of the plank to be installed, into the short side of the already installed plank, by means of 
the angle principle.

Then raise the newly installed plank to an angle of 20°-30°. 
This will also raise the previously installed planks in the same row, because their short sides are already connected. 

Now place your BOTH hands close to the joint as shown in the figure and pull the long side of the plank towards you. 
The panels will now click together. 
You can either insert the tongue into the groove, or the groove on to the tongue. The tongue in groove method is the 
most common and easiest way.

Tips:
* It is advisable to sit with your knees or stand with your feet on the already installed panels, to ensure that they don’t 
start shifting during further installation.
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If method A is not possible (at hard to reach places by example), you  can use method B (tapping): 
With Uniclic® you can also join the panels, by tapping the planks into each other, eliminating the need to lift them. 
This method requires the use of the special Uniclic® tapping block. The planks should not be joined with a single tap. 
To avoid damaging the panels you must tap them together gradually. You can angle the short or long side of the plank 
first and then tap to connect the other side.

In places where it is too difficult to install the Unilic® planks with the tapping block (e.g. against the wall), you can pull 
them together using the pull-bar and a hammer.

After the installation of each plank and before continuing with the next plank, check each short and long side joint to 
make sure there are no height differences and no openings. 

Continue the installation like this - row by row - towards the end of the room. The easiest way to work is to sit on the 
already installed planks.

Room temperature varies continuously, so it is vital that the floor is able to expand and contract. For this reason, 
make sure you leave an expansion gap of 8 mm (5/16”) on all sides of the floor, around pipes, thresholds and under 
door frames. Expansion gaps can be finished by means of a skirting that is attached to the walls or with an expansion 
profile.
 
In most cases you don’t need an expansion profile between different rooms. However, the use of an expansion 
profile is mandatory when:
a.	 the temperature in adjacent rooms will variate differently above and below the T-range of 18-30°. 
b.	 you have rooms with and without floorheating/-cooling. 
c.	 the maximum room size is exceeded. 

For standard residential use (15-35°C), the maximum room size is 13mx13m. 
For rooms with more extreme temperatures (5-65°C), the maximum room size is 8mx8m. 
For rooms with HVAC-system (18-25°C), the maximum room size is 30mx30m.
 
Larger rooms require additional expansion gaps and expansion profiles.
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Install the skirting-board against the wall. Never attach the skirting-board to the floor. This method allows the floor to 
expand and contract under the skirting-board. 
Do not fill the expansion gaps with silicone or other kit. 

If you would like to finish your floor fully waterproof, read the instructions below “3B. FINISHING OF THE FLOORING 
IN WET AREAS” before installing the skirtings.

“When the new floor meets a threshold or a doorway, we recommend undercutting the door frames or moldings. 
To secure the correct cut, turn a plank upside down with the underlay below, and place it on the floor up to the door 
frame. This ensures that the cut will be made at the correct height. Then place a multi tool or hand saw flat against the 
plank and simply cut through the frame. When sawing the panels make sure that the expansion gap under the door 
is 8mm. Remove the cut out pieces and vacuum away any debris.
 
Install the plank on the long side, keeping the short side close to the undercut molding. Then slide the plank 
underneath the undercut towards the already installed plank in order to close the short end joint. Use the Quick-Step 
pull bar and/or tapping block to secure absolute tightness in the long and short joint.
 
If you cannot lift the panel (e.g. under radiators), use the Quick-Step pull bar and/or tapping block to tap the planks 
together.

In rows where there is a pipe, make sure the pipe falls exactly in line with the short side of two planks. Take a drill bit 
with the same diameter as the pipe plus 16mm (0,63 inch).
Click the planks together on the short side and add a third plank on the long side for stability. Drill a hole centered on 
the joint between the two planks.
Now you can install the planks.

In rows where there is a double pipe, proceed as follows: 
1.	 Measure where the pipe will come through the plank. Don’t forget to allow room for the expansion gap. 

Measure the diameter of the pipe plus 16 mm for the expansion. 
2.	 Drill through the panel where the pipe will come through. 
3.	 Extend the hole to the edge of the panel. 
4.	 Lay the panel around the pipe.

Then, using an appropriate PVC glue along the cut edges of the piece you cut out, glue the piece in place. Be sure no 
glue comes between the cut out piece and the subfloor. 

For a perfect finish around pipes, use Quick-Step pipe covers (floating placement).

3A. Finishing

Remove all spacers. 
Inspect the final surface of the installed floor.
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In places where it is difficult to install the planks with the tapping block (e.g.underneath radiators), you can tap them 
together with the pulling iron and a hammer.
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Sealing the perimeter expansion gaps combines a compressible PE foamstrip and the flexible and waterproof Quick-
Step HydroKit. Place the PE foamstrip in the expansion gaps with the help of the self-adhesive backing and apply 
the flexible Quick-Step HydroKit under slight angle towards the Quick-Step floor. Make sure that the Quick-Step 
HydroKit covers about 1  to 2 mm of the wall, the whole foamstrip and 1  to 2 mm of the floor. 
 
Tip: To make work more clean, remove any excess HydroKit immediately.

This installation instruction can prevent water infiltration around the perimeter and obstacles of your Quick-Step Alpha Vinyl. 
Following these instructions carefully ensures the water-resistant floor will perform in most applications / room settings. These instructions will help 
to seal the perimeter of the floor preventing water infiltration into the vinyl core in high-risk areas - i.e. areas with risk of liquid spillages on the surface, 
direct access to outside, etc. 
The floor is not suitable for use in *damp spaces* i.e. within shower enclosures, pool areas, saunas, and rooms with built-in drainage. 
Please note that some national regulations do not allow floating installation in wet rooms, such regulations regarding floor applications must always 
be followed.
 
For a water resistant finishing, use the elastic waterproof transparent paste (QS HydroKit) and the foamstrip (NEVRFOAMSTRIP15).

Install the skirting-board with Quick-Step One4all glue against the wall. When choosing the matching colored skirting 
or scotia, use the respective Hydrostrips to prevent water penetration and to obtain a neatly finished appearance.

Fix the Incizo base profile to the subfloor with Quick-Step One4all glue. Apply the flexible HydroKit on the PE 
foamstrip that is in the expansion gap.

Push the Incizo profile in the base profile and the wet HydroKit. 

3B. Finishing Of The Flooring In Wet Areas
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For a perfect finish around pipes, use Quick-Step pipe covers and the elastic waterproof transparent Quick-Step 
HydroKit, taking into account the expansion of 8mm. Place the foamstrip in the expansion gaps. Apply Quick-Step 
Hydrokit on the foamstrip. Then place the pipe covers in a floating installation.
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4. Maintenance

You can immediately walk on your new Quick-Step Alpha Vinyl floor after installation.
 
Appropriate maintenance procedures will help to preserve the appearance and will extend life of a Quick-Step Alpha 
Vinyl floor. The frequency of maintenance will depend on the amount and type of traffic, degree of soiling, the floor 
colour and type.  
 
For full maintenance instructions and recommended products we refer you to www.quick-step.com.
 
For dry maintenance, we advise a Quick-Step mop or vacuum cleaner. Make sure the vacuum cleaner is equipped 
with soft wheels and a special brush to avoid scratches on your floor. 
 
You can use a steam cleaner on the Quick-Step Alpha Vinyl range, if there’s no steam directly coming on the Quick-
Step Alpha Vinyl. So it must always be used with an appropriate cloth on the steam opening, which guarantees also 
an homogeneous heat and steam distribution. It is also important to take care to hold the apparatus not too long on 
the same place and clean the floor in the length direction of the planks.

Protect furniture and chair legs. Use (office) chairs type W and seats with soft wheels that are suitable for a vinyl floor 
and/or use a desk mat that is suitable for Quick-Step Vinyl.

Your Quick-Step Alpha Vinyl floor can be cleaned with a damp or wet mop. Quick-Step Cleaner is a maintenance 
product specifically developed to keep your new vinyl floor in top condition. Never use natural soap detergents 
since this will leave a sticky film on the surface which will collect dust and dirt and will be difficult to remove. The 
same with cleaning agents containing abrasive  particles, these might matt down the surface. It is always important 
not to overdose any cleaning agent, as this will lead to a build up of cured cleaning agent which is difficult to remove 
without using a vinyl stripper.
 
Bad maintenance can damage your floor. 
 
For further information on how to clean and maintain your floor, please visit www.quick-step.com. For specific 
cleaning instructions in commercial applications or projects, you can contact the Quick-Step technical department.
 
Always remove spilled liquids from the floor immediately.
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Ensure that the indoor climate conditions are always kept > 5°C (41°F) and preferably between 18-30°C (64-86°F). It 
is also important to keep the subfloor in the temperature range mentioned above.

Never drag heavy items or furniture over the floor, but lift them up. 
Make sure furniture legs have a large floor surface and are provided with non-staining floor protectors. The taller and/
or wider the furniture feet are, the better the weight distribution on the floor will be, and the less chance there is to 
damage the floor. 
Place non-rubber backed mats at all outside entrances to prevent dirt, grit and soil from being transferred onto your 
floor. This will reduce damages, the maintenance requirement and extend the life of your floor. Please note that 
prolonged contact with some rubber types and/or latex can cause a permanent stain. 

Do not allow cigarettes, matches or other very hot items to contact the floor as this may cause permanent damage.


